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CLUB:— ONE; FOO! 


ZERO 


from Dick Parkes (#169) 


The following comes 
British Columbia (that's 


in western Canada, 


of Kamloops, 
you hicks! 


“Enclosed please find my renewal fee and 

form. Sorry it's 1ate, but I've been ‘locked 

out' of my job all summer and have been 

reluctant to expend any extra funds. 

However, I finally came to my senses and 

realized that it is more important to belong 

to ‘The Club’ and receive my Torque Tube 

than to eat regularly! Besides, I need 

something to read on the picket line. 
Now, here indeed is a model member, ready to make great 
sacrifices. (No one has yet written about the relative 
priorities of sex and the Club, but I might print that if it's 
done tastefully.) Too bad about the "labor dispute." (That's 
the neutral term; I suppose the company says it's a "strike.") 
Thank goodness the Club has no employees. Incidentally, Dick 
says "Kamloops" comes from an Indian word -- "cumcloups" -- 
meaning "meeting of the waters," because the place is at the 
junction of two rivers. You say you don't much care about 
that? Well, if you'd send more Buick material I might talk 
less about geography. Anyway, I think it's mildly interesting. 
We have another member -- Alex Windt (#424) -- in Osoyoos, 


British Columbia. 


FOUNDED BY| 


Alex, what does that mean? 


) DAVE LEWIS 


HELPING OUT 


Joe McKee (#433) of Cheyenne, Wyoming sent me a page of 
photos from the Wyoming State Tribune showing Joe, with his 
37 model 41, and a friend with a nice-looking old fire truck, 
giving rides around a park to a group of handicapped persons. 
The occasion was the annual picnic of the “Oak Spokes" which 
I assume is a community-service club. Looked like the riders 
Were having a good ol' ti This is a great way to both enjoy 
our hobby and bring a little joy into the lives of those less 
fortunate than we. I hope other members are doing this kind 
of thing. Try it, you'll like it! 


FUTURE ISSUES 


The following is a tentative schedule of mailing for the 
remaining Volume V issues. 


3 - Dec. 1, 1986 7 - May 10 
4 ~ Jan. 10, 1987 8 - June 15 
5 - Mar. 1 9 - July 15 
6 - April 5 


I will try not to miss these dates by more than one week, but 
remember: the only things certain are death and taxes. As 
in the past, there will be no issues dated November, February 
or August. ‘The proper way to keep track is by number, not 
date. That is to say, do not complain if you don't receive 
a "November" issue: there ain't one. 


SOLD IN JAPAN 


Speaking of newspaper clippings, Curt Schlueter (#095) 
of Homewood, Illinois, sent me a piece from the Chicago Tribune 
about selling cars in Japan. Apparently, the Japanese auto 
dealers don't wait for "prospects" to wander into the showroom: 
the salesmen drive around with demonstrator cars, going from 
house to house. If a potential customer expresses interest, 
but would like to see a few different models, the salesman 
tools back to the dealership and brings back different cars 
until the customer is pleased. After the sale, the owner may 
bring the car in for routine work or warranty ‘inspection, but 
if something goes wrong, he calls the salesman, who brings 
him a “loaner” and takes the car away to be repaired. The 
salesman returns the repaired car, apologizing, in the Japanese 
manner, for the hardship and inconvenience. Sounds good to 
me. I wonder if Japanese doctors make house calls. I also 
wonder what happens if a Honda guy and a Toyota guy show up 
at the same house at the same time. Probably an Alphonse-Gaston 
routine. On second thought, I'll bet it never happens: the 
Japanese have made an art out of avoiding awkward situations. 
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Do you think 1938 Buicks were exported to Japan? (Getting 
back to the subject of this publication.) I don't know for 
sure, but I do know that a Buick sales office was opened in 
Shanghai, China in 1929 and that some effort was made to sell 
Buicks to Japanese-speaking customers. This went at least 
as far as printing Japanese-language sales literature. A few 
pages from the 1938 sales brochure, in Japanese, were kindly 
given to me by a fellow member of the Society of Automotive 
Historians. Here then, are English and Japanese versions of 
the well-known "Every Spark Sets Off a Cyclone. 
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TAKING BETTER PHOTOS 


I receive from members quite a few photos that I cannot, 
or do not wish to, print. Leaving aside those that are fuzzy 
or poorly exposed -- problems that I could but do not now wish 
to deal with -- the deficiencies fall into two broad categories. 
First, the picture, although decent in other respects, does 
not show all of the car. Second, there is not enough contrast. 
These problems are not hard to overcome. 


“Cut-off Cars." Most people are using 35mm cameras. Most 
eople are nat using custom labs for developing and printing, 
ut rather the nearby photo store, or Fotomat, or something 
worse. They are sure they composed the photo with all the 
desired subject in the viewfinder, but when the prints come 
back, there is the car with half its front and back fenders, 
or its top, or its bottom, outside the picture. Why is this? 
The answer is simple. Prints are made in standard sizes, the 
most common being roughly 3" x 5". These sizes, including 
the so-called 5x7 and 8x10, were put in place long ago when 
people were using cameras that took 620, or 616, or 120 roll 
film and produced images with markedly different dimensions 
than those produced by the 35mm format. For reasons unknown 
to me, the film processors have never caught up, and are still 
making prints in the old standard sizes. Or, they are sizing 
prints for 126 or 110 cartridge film. These prints are made 
in a highly-mechanized operation where little or no human 
attention is paid to the quality. The dimensions of a 35mm 
image, on the film, are approximately 24mm x 35mm, or .9375 
x 14375 inches. OK, now take those dimensions and project 
them up into the 3x5 or Sx7 range. Below is a photo taken 
by the Editor which exhibits the cut-off phenomenon to only 
a minor degree, but it will serve to illustrate the point. 


(Car belongs to Jeff Morris, #108.) The dimensions of the 
print are 79mm x 118mm, or a ratio of "length" to “height” 
of 1.4937. The same ratio for the original 35mm film image 
is 1.4583. Not much of a difference, but if you "filled the 
frame" with the car, as I did when composing the picture, the 


4 


result is a lopping off of the front bumper. This particular 
print was done by the photo dealer in Columbus who does the 
best 35mm "machine print" work. Other processors might have 
done much worse. Now look at the picture of Jim O'Connor's 
car elsewhere in this issue. The dimensions of that are 100mm 
x 122mm, a ratio of 1.22. Quite a bit of the car has disappeared 
in that one. Do you see what is happening? (Another possible 
Treason for "cut-off" is that some cameras don't show in the 
viewfinder exactly what you will get on the film, This can 
be figured out by experimentation, or in many cases by readin, 
the owner's manual. Generally, it should not be a problen. 
The cure for "cut-off" is simple: just leave two feet or so 
on each side when you compose and take the photo. 


Contrast. The photographs must be converted by 
the printer into "half-tone MT's" (photo-mechanical 
transfers) in order to be printed, This is done by transforming 
the different values on the print into shades of gray, through 
the use of thousands of tiny black dots. The larger and thus 
the closer together the dots are, the darker the shade of gray. 
(If you take a magnifier and look at any photo in this issue, 
you will see this.) There are in this process certain inherent 
limitations, especially with color photos. A beige car against 
a gray wall may look OK in color, but translated into shades 
of gray it is a failure, because car and wall will translate 
into very close shades of gray. Moreover, in the printing 
process -- at least in the process available practically and 
financially to us -- a certain amount of definition is lost. 
So, what we need in photos is contrast: if you have a dark 
car, try for a light background, and vice versa. Set your 
exposure for the car (or whatever the subject is), rather than 
an average of the whole scene, and let the background take 
care of itself. (This works a bit better with a dark car since 
it will tend to wash out the background a bit, making it less 
distracting, but it's OK the other way, too.) ‘And try to keep 
the backgrounds as simple and free of cluttering detail as 
possible. Look at the cover photo on Issue 1, This was nice 
in color, because the car is olive green and the background 
is dark green (tree), beige (wall) and red-brown (door and 
windows). However, translated into shades of gray, the car 
and door came out too close together. (Sometimes 1 simply 
cut away the background to eliminate distraction.) 


I do not pretend to be a great photographer, 1 am 
convinced, however, that the difference between good, presentable 
results and mediocre or poor ones is frequently a question 
of a little knowledge, and a little care and attention to detail. 
Kind of like restoring cars, right? Or like many other things. 


Jegpy SOE Aung e 


on 


In the last issue, the Editor waxed nostalgic about the summers of Long 
ago. (Thef was a foretaste of the threatened Boyhood Reminiscences, by the 
way.) In the gokLowing short Letter, Jim O'Connor (#534) of Péttaburgh, 
Pennsylvania, a&so indulges in a Little Remembrance of Things Past. Jim 
must be only a few years younger than I, and time has polished and metLowed 
his memories of the earty 1940's as it has mine. I hope you gind this as 


appeating as 1 did. Get 


STORY BY JIM O'CONNOR -~ PITTSBURGH, PENNSYLVANIA 


I can remember when I was a small child -- no more than 
five or six -- during World War II, watching our next-door 
neighbor, a gentleman of middle age, struggling with the steering 
wheel of his car. The car: a 1937 black four-door Roadmaster 
with sidemounts, exactly like the car pictured on the back cover 
of the July '86 TORQUE TUBE. I would stand and watch him put 
the car in his garage, struggling all the way with that steering 
Wheel. The Roadmaster, I thought, was the most beautiful car 
I had ever seen. 


The garage had windows, and I was always peeping in to 
see that beautiful car. Since gas was rationed during the war, 
the owner rode the bus as much as he could, and seldom used 
the Buick. When he did take it out, I was thrilled to see that 
car going up the street. He rented half of his garage to an 
old lady who had a white 1940 DeSoto coupe: probably a rare 
and hard to find car today. 


We moved away in 1944, but close enough for me to see the 
Buick now and then for a few years. In 1969 or thereabouts, 
the old gentleman must have been in his eighties, and I could 
not believe my eyes when I saw him at a local shopping center, 
still driving the '37 Roadmaster. The car was like new, and 
just as I had remembered it. Several years ago, I heard that 
the old man had died, and someone in Pittsburgh had acquired 
the Buick from his estate. I have not been able to find out 
who has it, but according to rumor, it's still around. 


Maybe I inhaled too many exhaust fumes from that Roadmaster 
in the driveway long ago, and that is why I love 1937 Buicks 
so much. 


There naw, Boyhood Reminiscences aren't s0 bad after aff, are they? 
At Least when ‘they concern '37 Roadmasters. Regrettably, 1 cannot tomenber 
any particular Buicks grom my earty years, although I'm sure there were plenty 
around. 1 do necakl, however, wondering, at around age 10 on 11, about the 
"Buick §" on older cars. At that time (ca. 1946), I suffered the delusion 
that eight-cybinder engines were a very recent phenomenon, and thus thought 
the "8" must have meant Something e£se. A gow years tater, having attacked 
the subject of automotive history with some thoroughness, I of course 
discovered that the car makers had gone up to 16 cylinders before T was even 
Onn. 


My fascination with cars of the past was weel along by age 14. They 
were in many respects better than girs: at Least when parked on the street, 
cars coukd be inspected chosely without rudeness, and one did not need to 
make clever conversation or dance well. My favorites at that time were four 
1930'S Limousines used by the Locat raitroad station taxi firm. ALthough 
then probably somewhat the worse gor wear, they were, in my eyes, maynigicent: 
two mighty Packards, a Péierce-Arrow, and a Brunn-bodied Lincoln model K, 
The Léincotn caught fire and burned to a hulk; 1 felt a great sense of Loas. 
Determined to have a memento moré, 1 took from the wreckage the nemaind of 
@ Sun visor-- the onfy thing that would come Loose without tools -- and 
carefully preserved this for Several years. As time went by, the other three 
disappeared one by one, and I daresay the taxi patrons were glad to see then 
go. 1 pretended I did not care, since no one else seemed to. (Indeed, most 
people -- my father foremost among them -- seemed to think interest in such 
things by an adolescent boy Little short of greakish.} 


So, Jim O'Connor and 1 ake, perhaps, recapturing the enthusiasms of 
youth, ' Likewise, 1 would wager, are many of the rest of you, Nothing wrong 
with that, is there? Thanks, Jim, for stirring up more pleasant memories. 


Jim's 1937 
Special 


IMNYSUTEIRILE 


The Club has just come into possession of some hitherto-unknoon 
Sketches that may depict work of a secret Buick Styling studio. These 
Sketches shaw what meght have been a Sensation: the 1938 Buick Century 
69-SSK, Numerous cfose-coupled "aero coupes” had been built by custom 
body buitders in England and the Continent beginning in the earty 1930's, 
These bodies, placed on prwerful sporting machinery such ad the Mercedes, 
Lagonda, and Bentley Speed Six, caught the attention of Buick style chie 
Hundéey Oi, who ordered a copy engineered for the '38 Centwy. Wit 
the demise of the Auburn Speedster and the Duesenberg, Ot reasoned, the 
new model should be a success. Oréginatly, the car was conceived with 
chrome pépes on each side of the hood, a £4 Auburn, However, it was 
determined that sidemount spares were needed, since there was no Xoom 
in back {or a spare tire: a foward weight bias had to be corrected by 
placing 300 pounds of Lead in the rear, and the 30-gatlon {uee tank took 
up the remainder of the available space. The modee 69 was to have been 
designated "SSS" fon "Super Sport Short," but Oi thought this sounded 
@ bit footish and opted to ape the German "SSK" (the "K" gor "kurz" -- 
"shont” dn German). Regrettably, the project died on the drawing boards. 
The GM Board got wind of it too soon, and a "curt" or “short” onder came 
down: “We ain't making no kraut cars.” AS we know, in 1937 Hitter had 
begun to stir things up, and it is Likely the Board feared a backlash. 


In truth, griends, we cannot vouch for the accuracy of either the 
sketch on the story above. On Friday, October 3, Dug Waggoner, our Answer 
to Michelangelo, Da Vince and Jackson Potkack, gegt hes San Francisco 
studio to observe the Solar Eclipse. Ondy Later did he remember that 
he had fest on hes drawing table, uncapped, NIKKO the Fabulous Orientae 
Pen, and a smatl antique bowe rom the Pong Dynasty in which Dug keeps 
his Fragments and Notes of Idée Thoughts. In the bowl, that day, a 
Fragment: “Unwrap the Mysterces of the Centuries.” The Fragment was 
Likely from the Literature of some obscure California Cult, but, coupted 
wath the Mysterious Energies and Aura of the Eckipse, it ted NIKKO to 
unerap for ud this Mystery of the Century, which Dug found when he returned. 
Ts it Authentic? NIKKO, now silent, wif not say. 


Rocky Farano« Dobbs Ferry, NY 


The January 1979 issue of THE BUICK BUGLE featured a stony by Rocky 
Farano (#276) of Dobbs Ferry, New York about his 1938 Century coupe. That 
Story is reprinted here in its entirety with the Buick Club of America’s 
hind permission, together with some photos which also appeared originally 
dn the BUGLE. ‘The cat has severat unusual features, which, aéthough not 
Strictly authentic, are nevertheless rather interesting. 


And...by the way, the paint is original 


A few years ago I was fortunate enough 
to find and purchase from its second 
owner ( It was in the same family since 
purchased November 7, 1937-written on 
the back cover of the original owner's 
manual.) this 1938 Buick Century Model 
665 side-mounted Opera Coupe. 

The car was stored for 12 years then 
301d to the second owner, a col lector~ 
dealer who was pursuaded to sell it 
after mich haggling. Tt was running 
but just harely even though its 
condition was very solid indeed--the 
odometer read 24,500 miles! The owner, 


as part of the deal plus expenses, 
@elivered the car to my home via flat~ 
bed truck 


Tt was immediately put up on raised 
jack stands so that the car Was at least 
three feet off my garage floor. The 
restoration had begun. T proceeded to 
remove all the whee’s, front fenders, 
Side mounts and covers (with locks) , 
hood, grille, radiator, bumpers, most 
all the chrome, radio, ‘heater, clock, 
feats, window mouldings, etc, etc. 

The only things not removed were the 
tvo rear fenders, as I felt the old 
fender welting would crack even sore 
than it was and possibly pull off the 
paint. (1 had decided not to repaint 
the car but leave it as is, since 

after testing the finish with rubbing 
compound and polish in one area, the 


by Rocky Farano 


finish proved to be "mile deep black.” 
T could now get at the engine. The 
radiator and all hoses, plus all engine 
accessories (starter, generator, dis- 
tributor, coil, oil filter, engine 
Parts, carburetor, fuel pump, relays, 
etc, etc, wore removed--only the block 
was'left in place. The engine actually 
was in good shape and only minor work 
performed, like re-setting the valve 
tappets and to free the oil lube tubes 
and clean everything I could get out, 


1) Radiator completely rebuilt using 
@ truck core with new hoses and clamps- 
1938 NOS of course. 

2) Brakes-completely rebuilt, new hones, 
wheel cylinders, new linings, brake 
drums turned down, all lines drained 
and cleaned and even new brake light 
switch 

3) New ignition systen-wires, plugs, 
points, condenser, harness original but 
Fe-taped. 

4) Cleaned entire under carriage and 
ainted. Replaced entire exhaust sys: 
ten 

5) Replaced fluid in front shocks, 
rear shocks okay. 

6) Rebuilt heater and repainted to 
original color. 

7) Cleaned ail the upholstery--it's 
original and in excellent condition. 
The rug in the rear was removed and 
cleaned and is like new. Same with 
the front mat after a little repair. 

‘All step mouldings have been cleaned 
and re-etched to like new condition. 


8) Most all window frames were good, 
but the front ones were starting to 
wear thin and I haf these refurbished 
in original wood graining. "he entire 
dash is excellent original near mint, 
with all instruments working pefectly 
The steoring wheel war cracked in sev- 
eral places and for the first two 

years T left it as is, but has since 
heen rebuilt to like new. 

'9) Rechromed all bumper, bumper guards 
hood hinge, ornament, hub cape (not 
only rechromed but rebuilt by Mulco 
Restoration). The grill was not re- 
chromed--inatead it was cleaned with 
‘a so*t wire brush mounted on a model~ 
makers electric drill. fven the Buick 
Front emblem was refinished by hand 


painting 
10) on 
and bolt 


reassembly each and 
was cleaned and poli 
where Necessary 

nt is an I found 

B. In onder to bea 
hould be repainted but as 
ao, from the Glotuces, thu patie 


most praise and 
inmaculate. 
13) The tires are Marlin Classic 
wiry 47/8" white. The wheels were 
repainted and re-stripped by Mfulco 


compartment ar 
at most events 
Tf T may say so, it is 


side mount covers and locks are excel- 
lent. The side mount mirrors are new 
and have Buick emblems on them. The 
is all original and very goo: 
in the car, handles, 
lights etc, afe near new. 


The Ruick was shipped to Switzerland 
to the owner's summer home for many 
years and had many interesting acces~ 
sories installed such as a solid brass 
of can, a quart Casco of1 can mounted 
on the Griver side engine panel, hom 
made under-the-hood light, a beautiful 
french horn, running board step plates 
and some acceszories I removed such 
a9 European directional signals. 


The headlights were replaced to 
seal beam, but I was fortunate encngh 
to find an original pair and have them 
installed after rebuilding them. 


‘The Mlack Reauty draws a crowd at 
every show and has taken over 16 trophies 


including Ist place in ite class at 
Monticello, New York 1977 AACA Meet. 
Tt is driven at highway speeds to ail 


events. My 


son has had it 
still had ; 


up to 75 
lenty of "go" 


in her--after all Century does 
100! 

1 am in the process of rebuilding 
ny 2nd antique, but the ‘38 always 
will remain my favorite 

The car has been used by movie sta 
for a record alhum cover, and for pr 


motional work, plus has appeared at 
tne opening of two evening 
the New York area 

greatest ambition however, is 
ve the '38 to a national Buick 


I hope to do so in the near 


From THE BUICK BUGLE 
Vol.13, No.9. Jan.'79 


Rocky sent me a Letter Last summer containing his current thoughts about 


the car and plans gor making some changes in the future. 
T found especiatty interesting Rocky's 


version of the Letter appears below. 


A SLightty-edited 


comment that the added ¢eatures under the hood draw much attention at shows. 


This bears out something I've observed often: 


the average "Layman" is much 


mone interested in unusual features than in workmanship and authenticity. 


1 suppose that is understandable. 


Kids are always disappointed to find 


that my car does not have an "oogah" horn, and one young man wad even anazed 


to see an in-line eight cybinder engine: 


first one he'd ever seen! 


fat 


My 
proud, yet it is not perfect, 
Club ‘standards. You will 
on the sidemounts; this is a 
when I got it. In fact, one of the 
at the stem, and I replaced both, 
this than replace the stainless 
you look at 
not authentic 
however, 
the car. 


1938 Buick; as the 
they are part of the very 
To 


'38 66S has won over 26 awards, 


as 
trim on 
the photos you will notice other parts that are 
Bugle article 


remove them would cause me 


of which I am very 


especially by BCA or our own 
note the car has mirrors mounted 
“no-no, 


"but it was that way 


mirrors was broken off 
it was easier to do 
the covers. When 


indicates, 
interesting history of 
some headaches -- 


and besides, I like the car the way it is. 


I know 
L have the 


the trunk has a 
correct one, and 
future time when I make 
the running board step plates and 
painting the rear light housings; 
car, (Editor's Note: The glove 
to be correct, either, especially the 
as noted in prior issues I'm not 
mysteries on dash panels.) 
under the hood, even if 


it 


horn, under-hood light, brass oil 
can, tire gauge, etc. 
it,” All 


1939 directional 
will 
some other corrections: 


sure we have 

However, I will not remove anything 
it means losing points. 
can, 

were all on the car when I 

have been restored to new condition and draw much 


signal emblen. 
installed at sone 
removing 


be 


the side-mounted aerial; 
and re-painting the entire 
box door does not 


appear 
little handle, although 
solved all 


The trumpet 
Casco one-quart oil 
purchased 


attention and praise at shows, as well as the fully-restored 


engine. 


I work on the car frequently to 


keep it up and running 


perfectly. It's a great tour car and is driven to all meets 
as well as just for my own pleasure. In the near future 
-- perhaps this winter -- it will be disassembled for 
re-painting. The only reason I am doing this, and making 


the other corrections noted above, 


is that I enjoy entering 


competitive shows and want it to show well. 


— hat 


TECHMCAL TIPS 


WARNING 


The well of Technical Matter has about run dry. Unless 
somebody sends in something decent pronto, the next issue 
will contain under "Technical Tips"? 


a) Pseudo-Technical Blabbering by the Edito 
or 


b) Recipes for Christmas Cookies; or 
c) Something Worse; or 
d) All of the Above. 


Some of the best technical stuff in the past was developed 
in response to questions. No one has asked any for months. 
What you do not know is just as significant as what you do 
know. 


I hate all this pleading, wheedling, cajoling, threatening. 
Please do something. 


UPGRADING YOUR ENGINE 


On account of continuing and ever-renewing interest in 
the subject matter, and on account of the Editor having no 
other technical material whatever to put in this issue, we 
are reprinting below a series of articles that appeared in 
these pages a few years ago. These are written by very 
knowledgeable people, and will give you a good idea about 
engine modifications that can be made to improve reliability, 


while preserving, for the most part, original appearance. (The 
question whether such modifications -- or any departure from 
original specification -- should be done is one for endless 


debate. The positions will range from that of the absolute 
"purist" who will keep his babbitt-metal bearings, to that 
of the modifier so extreme he ends up with something close 
to a "street rod." There is a wide spectrum in between. A 
lengthy discussion of this is at present too much for the 
Editor's gray cells and will be deferred sine die.) 


ENGINE UPGRADE by Bob Pipkin 


Dave, 

T've been seriously envolved with the 37-38 Buick, especiatty the Century, 
ince 1965. During that time I've owned at Least 25'of these fine cars. Among 
these 25 Buicks (37-38) were tuo Phaetons and too Convertable Coupes. 1 am 
"involved", at the Least, with this Vintage Buick. 

ALL mechanical work and much of the and paint work T do mysees. Since 
I've started showing my Buicks in 1972 I have won several First Place and a 
few seconds and one third. 

My cars are ablways driven to the shows, sometimes as much a3 1000 mites 
one way, $0 1 must have @ road worthy and’a mechanicaty sound cax in onder to 
get back home sagely. So far I have been able to get there and back with no 
problems.Over the years T have enjoyed several thousand mites in my Buicks. 

T have many Technical Tips gor anyone who wants to improve their Buick 
mechanicatly. 1 also make my Buicks perform mich better than new with no out- 
ward signs of modifications. Since working on these cars over the past sixteen 


years T have discovered parts from mich Later years that git the 37-38 and 
the changes are not etentabte® as 


on drop me a 


So £6 any of the wenbers has a problen they can't solve, give me a jingte 
e and maybe T can help. 

WiLLiam Bob Piphint™6 
2516 Sted Street 

Sakem, OR 97301 
503-363-4712 


SERIES 


UPDATE YOUR ENGINE WITH NO OUTWARD MODIFICATION 


40_ENGINES 


" 
m2 
43 
“4 
"5 
% 
" 
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Use 1941 thau 1949 Dome Type Pistons. 

Use 1949 Series 50 on 1950 Series 40 Inset Type Rods. Forging number is on 

the side of the rod A identification. If wikk be #1336056, 

Use 1940-49 serées 40 and 50 Oil Pump Assembly. 

Use 1942-52 serées 40 and 50 Téming Chain Cover 

Use 1940-49 serces 40 and 50 Timing Chain and Sprockets. 

Set the Bearing Clearances at the Loose Factory Specifications. 

14 you want to use Hudraubic Lifters use the Following; 

1949 series 50 on 1950 series 40, Camshagt, Listers, Push Rods and Rocker Arm Assembi 
The Best Head Combination to use’ és a 1937 Cybinder Head used in conjunction with + 
1941-89 Dome Top Pistons. This Gives a good compression ratio and a good Fuck Burn 
Use an earky Chevrolet V-8 CLutch-Pressure Plate fo 4inish off your mone powergul 


and much improved Buick § Engine 


SERIES 


50-80-90 ENGINES 


Use 1949-52 Insert Type Rods 


#2 Use 1941-52 Dome Type Pistons 
#5 Use 1942-52 Timing Chain Cover 
"4 Use 1949 Water 
#5 To get the best combustion combination, use a 1937 cylinder head with the Dome Pés 
#8 Set up the Bearing Cleanences at the Loose (actory Specs. 
*T To instatt Hydrauric Listens use 1949-52 series 70, Camshaft, Ligters, Pushrods and 
Rocker Ann Assemble, 
Fon the Non Purist and Hot Roddexs, you can use a 41-42 Quat Carb § Exhaust sustem 
a 1952 series 70 Four Barrel Carb on the Carge series engine ve used them bot 
and they both work very wee. Use a high detergent off én your uparaded,more nowerfue 


and retiable Buick § 2 


ine. 


Engine Parts Interchange, 1937-53 


4O - Special 80 - Foadaaster 1936-39 

50 - Super” 80 - Limited 1940 133" W/B only 
60 - century 90 - Limited 1936-42 

70 - Roadmaster 1940-52 


Second series engines production ran from 1937-50 in Series 40; Series 50 
engines from 1940-1949; Series 60, 70, 80, 90 engines from 1936-1952, The 
second series engine cubic inch displacement is 248 for the 40 and 50 series 
cars, The second series engine cubic inch displacement is 320 for the 60, 
70,80, and 90 series cars, The F263 or third series engine has 263 cubic 
inch displacement and covers the series 50 cars 1950-52 and the series 40 
cars 1951-53, 


FART YEARS SERIES 
Block 7-49 40, 
2 36-49 69,70,80,90 
i p-s2e 30 
. 51-53" re) 
R- 79 
Read 36-40 40,50 
3 bing 40.50 
is 0-53 40 
p-sz0 r 
( Gixe Application) ee 2 
Crankshaft 37-49 40,50 
Pa 40 
« ae x 
37-52 60,70,80,90 
Canshaft 37-48 80,50 
i 49-53 ho 
iP 9-82 2 
* te 60,70,80,90 
9-52 70 
Valve lifters 37-48 all 
= fg-52 an 
‘Timing Chains® ‘37-52 .) 
Fs 32-53 40 
% 36-52 60,70,80,90 
Cam Sprocket® 3-53 40 
* 37-2 # 
? 36-52 60,70,80,90 
Crank Sprocket* 7-33 4% 
. 3-2 p 
- 36-2 60,70,80,90 


‘*¥eep chain & gears in same year, i.e, 
1940 series use 1940 to 1949 chain and gear 
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Valves, intake & exhaust 37-53 


52 
* 36-52 
7 


3 
& 
8 


Valve springs 


” 49-53 hyd, lifters 
49-52 hyd, lifters 


Valve Springs 


3 
8 
8 


36-48 
9-52 
Water Pump 34-40. 


BBs 


33% 
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*al1 aanifolds will physically bolt-to all heads within series 


v 
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PGRADE, UPDATE INTERCHANGE 

{ming chain cover - ‘ 

Use 1942 and later cover in each series to gain benefit of improved 
neoprene oil seal 


ater pump - 
Use 1949 water pump in 1936-49 large series engines, better internal seal, 
Use 1949 water pump in 1941-49 series 40,50, same pump as larger series, 


onnecting rods - 
Use 1949-52 rods in large series 1937-52 to gain inserted rod bearings, 
Use 1949-50 series 40 and 1949 series 50 rods in 1937-48 series 40,50 
engines, same reason, 
Distributors - 
istons - is 
‘Use 1941-49 domed pistons in 1937-40 series 40,50 engines, ee aE eS 6 
Use 1941-52 domed pistons in 1937-40 series 60,70,80,90 engines, ve ca ar ila 
Better piston design in both series, 


GR Useful Info! GS 


Engine Upgrade Cautions _ by Bob Trueax 


In a recent tesue of your news letter, there was an article about 
upgrading your engine. It talked of using rods, pistons, bearings and 
the head from later engines to improve perforsance and reliability. 
Thia ie all well and good, and will accomplish the intended resul 
they are used in the right combinations, and everything is put 
Ogether correctly. In the case of 1937 Buicks, an incorrect comb- 
Anation could result in DISASTER. 


‘The 1937 Buick pistons are of the flat top disign, and the 
combustion chamber in the head is planned accordingly. If later 
piatons are installed and the 37 head is used, and you happen to 

get the head bolted in place because none of the pistons were at 

TDC, the first revolution, if you can turn it over, will break or 

bend something in each cylinder. There simply is not room for the 

ater pistons using a 37 bi Later pistons say be used in 37 engines, 
providing the correct head is used with them. (See next paragraph) 


1938 and all later straight-8 engines used a piston of the pop 
up design. L936, 39, and 40 were sisilar, and may be used with the - 


heads from those years without problems. In 1941, the piston 
redesigned to give the new "Fireball" design, and the pop up was 
actually less than on the earlier engin ‘Therefore, if you wi 
the 4l and head, the 


would ba decreased from 6,15:1 to 5.34:1, a situation not acceptable 
in what we are trying to do. 
if the 4l and later head ts used, however, there is still a slight 
problem, The position of tne tnersostat housing was changed slightly 
in 4l, causing a distortion in the rubber bypass tube when every 
thing 1# hocked up. It works, but ie just enough off to show, and 

to cause undue strain on hose. 
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Connecting rods with the insert type bearings are a very good 
change to make, especially now, since rebabbiting of rods, while not 
extinct, has certainly lost a lot of ite artistry. Buick went to the 
insert type rod in 1949, and rods from 1949 series 40 and 50 and from 
1950 series 40 aay be used. Be sure the engine is 248 C.I.D. Rods 
from the 263 C.1.D. engine will not work. Sor 
replacement, so check it out. For the larger engine 
6 rods from 1949 through 1952 70 


close a toler 
taken up in th 
fitting of the bearings by use of shims. Care should be taken in. 

fitting the later rods, reground, 


to be sure all clearances are correct, If they are not, the result 
could be preaature failurt 


thout saying, if you have a 40 series engin 
parts, and if you have a 60, 80, or 90 serii 
parts from a 60,70,80, or 90 


must 
engine you aust ui 


One change that can be made on any engine and will he! 
4s the use of the 41 and 42 pressed steel head gasket. This is 1 
than half the thickness of the regular gasket, and will increase your 
compression slightly. Again, a word or warning. This gasket will not 
fill im high or low spote ina warped head, ao be sure to have the head 
surfaced before installing this type gasket. 


Just remember, the parts listed in the previous article are all 
usable, and may be used to advantage, but should, and in some cases 
MUST be used in the correct combinations, 


Dear members..In Vol #1 Tssue #9 Bob Taueax #351 wrote an article on "up Grading Buick 
Engines” and mentioned an article which Bob Pipkin #76 had written eanticn. The follow 
Letter gnom Bob is to clear up any mis-understanding his article might have made. 


Dear Dave, 

Thought 1 better clarify some points Bob Trueax brought up about my "Up-Grade" 
antic£e that was published in issue #6. 

T personatty have used the 41-49 dome pistons in conjunction with the 37 cyLinder 
heads gon many years with NO PROBLEMS... T've made this modification to the smalt 248 
engine as well as the Large 320 engine with complettey satisfactory results. Perhaps 
T didn't stress to NOT use the 38-40 style pistons with the 37 cylinder head. 

The 41-49 piston is "Scooped Out" on the spark plug side and adequate clearance 
does exist if you use the thick sandwich gasket. The minimim clearance T've ever 
found was .075 and that uns after the '37 cyinder head had been mit£ed .020" 

When T use the '41-'49 pistons and the '38-'40 cylinder head I mit off .075" to 12 
to compensate for the Loas in compression. If you miLL the '37-'40 cyLinder heads be 
sune to use the '41-'48 push rods on shim up under the rocker arm stands to maintain 
connect rocker arm to vatve stem geometry. i 

T apotogéze gon any misunderstanding on the "Up-Grade" anticte. 1 don't submit 
technical Lips unfess I have proven them to be egfective on my oum Buicks. I race my 
Buicks at the Drag Races and "Drive" to afl the shows and events. 


Witkiam Bob Pipkin 476 


Dp 


Getting the BUICK Facts-2 
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Perfectly Recast 


STEERING 
WHEELS 


37 Thru 47 
$2.00 for Brochure 
Must 
Specify year 


(602) 278-4505 


JB Donaldson Co. 


2533 W Cypress Phoenix, Arizona 85009 


Pi 1927-1983 | Dave iews | 
WIRING HARNESSES RESTORE TION 


MANUFACTURED WITH THE FINEST 
MATERIALS AVAILABLE. THE MOST 


AUTHENTIC REPRODUCTION OF G.M: Detaled Reworation And Parts For 
WIRE, CONSTRUCTION. AND BRAIDING, ebienleartnscesmscatponaie 
ALL WITH COMPLETE INSTALLATION SS lh eet inate G23 


ISTING. WE HAVE SPECIFICATIONS 


“OR MOST BUICKS, BUT WE CAN MAKE 
ANY HARNESS THRU 1954 WITH YOUR 
DRIGINAL SAMPLE. CUSTOM TURN 


SIGNALS, OPTIONS er. REQUEST. t........2 Nn NUD DTC a 
ALSO WE HAVE WIRING SUPPLIES 
AND A BRAIDING SERVICE Support Our ADVERTISERS 


CATALOG -INFORMATION= $2.00 sa 


Pre 
we 


WAYNE, PA. 19087 


Restorations Go Easier 
HAMPTON COACH & BUICK 


ste your te 

ach. Each kit rr 
only the finest fabrics and rr 
Panel Kits, Headiining Kits and Se 
to install 


oration with an authentic Buick Interior from Hampton 
wn upholstery shop to original specs usiny 


at Upholstery Kits come complete 


for the following popular Buicks from 1936 to 194( 


many more 


irunk Back 
f Trunk Bax 
4-Door Trunk Back Se 7 
Model 41 4-Door Trunk Back Sedan Guaranteed 
* r 2 E Quality & Fit 


Fe 
Vintage Buick Upholstery Kits 


7OHIGH STREET PO BOX 665 HAMPTON, NH 03842 603-926-6341 


Support Our ADVERTISERS 


BOB'S AUTOMOBILIA 1937-38 BUICK 
RD 2 BOX 137 ANNANDALE NJ 08801 TEL (201) 236-2403 


NEW ITEMS TO MAKE YOUR RESTORATION A PRIDE & PLEASURE. WE 
DO IT CORRECTLY, AND YOUR IDEAS ARE HELPFUL TO THIS END. 


1937 HUB CAPS, THIS REPRODUCTION IS A RESULT OF THE REQUESTS 
OF MANY PEOPLE WHO HAD SEEN THE CAPS HERETOFORE OFFERED. 
WE ARE SURE, THESE WILL PLEASE THE MOST DISCRIMINATING 
EYE. THE "BUICK" LETTERS ARE PAINTED. HC-37 § 60.EA. 


4-PCS SET MM-347S $ 50. 


1937 ALL SERIES FRONT MOTOR MOUNT! 
1937-38 INSTRUMENT GLASS SILK SCREENED LETTERING 0G-3X $ 26.EA. 


1937 OD _ORNAMENT. AN EXACT REPRODUCTION. EVERY DETAIL IS 
HRERES “RABE Im PRECISION STEEL MOLDS AND. BRILLIANTLY 


CHROME PLATED. 40-37 $75. EA. 
1938 HOOD ORNAMENT. SAME DESCRIPTION FOR THIS ONE, EXCEPT IT 
YS-FOR YOUR 1938 BUICK. HO-38 $75. BA. 


1938 A FULL NEWSPAPER SIZE FOLDER SHOWING MANY INTERIOR 
t XcckssonY DETAILS OF SHE-NEW T5938 BUICK. 25" x 23" 
SL-38 $6. 


1937-38 RUNNING BOARD ANTENNA INSULATORS, TOTALLY NEW REPRODU- 
Seto HOT A-RE-COVER-- THESE Khe THE BRACKETS USED ON 
FACTORY INSTALLED RADIOS. NOT TO BE CONFUSED WITH FORD 
OR THE AFTER MARKET THE-RUNNING-BOARD" ANTENNA. 
BUICK'S RUNNING BOAR! THE ANTENNA! THE ONLY COR- 
RECT TYPE FOR 37-38 BUICKS. COPIES OF THE FACTORY INST- 
ALLATION INSTRUCTIONS SUPPLIED. RI-378 —-935/PR 


1937-30 EAGTORY SIDE VIEW *PEED* MIRRORS. | THESE ARE THE SCRIDT 
MIRRORS THAT MOUNT TO THE HNDOW DRIP MOULDING! 


"PEEP" IS A TRADEMARK OF GH. ANOTHER “GENUINE COPY" OF 
THE ORIGINAL ITEM FOR 1937-38 BUICK'S. STAINLESS HEAD & 
CHROME ARM.NOT FOR CONVERT. M-1SLEFT OR M-1SRIGHT $25BA 


1937-38 FRONT FLOOR MAT. BROWN. ALL MODELS.UNCLE DAVE SAYS THIS 
COPY INCLUDING THE"FISHER" LOGO.FF-378 9150. 


1937-38 GLOVEBOXES. TAUPE LINED. NO MICE EVER LIVED IN THESE | 
> + OB-37, . $27.80 1938. . GB-38. . $27.EA 


1937-38 = RADIATOR HOSE CLAMPS. ORIGINALLY MFG. BY THE 
STEWART CO. FOR BUICK 1970 TRRU 1941. THESE COPIES ARE 


DONE IN STAINLESS STEEL & ENGRAVED "BUICK" ETC. AS ARE 
THE ORIGINALS WE HAVE. SOME, MAY HAVE BEEN USED WITHOUT 
THE BUICK LOGO, BUT, KNOWING THE PRIDE WITHIN THE COMP- 
ANY AT THAT TIME, AND THEIR KNACK POR PUTTING THE BUICK 
NAME ON VIRTUALLY EVERYTHING, WS WENT THAT WAY. GIVE US 
THE OUTSIDE DIAMETER OF YOUR HOSE WHEN ORDERING. $5.EA. 


SHIPPING; BY UPS. ADD $3. PER ORDER OR S¥ WHICHEVER IS GREATER, 
WE PRINT A 30 PAGE ILLUSTRATED CATALOG FOR BUICK'S 1920 
THRU 1953, STOCKING, MIRRORS, DECALS, HARDWARE , RUBBER 
DASH GLASS & MORE-THIS IS JUST A SMALL PART OF THE LARG- 
EST STOCK OF PRE-WAR BUICK SELECTION TO WHICH WE CONTIN- 
UALLY ADD. CATALOG PRICE $2.FREE WITH ORDERS ON REQUEST. 


Spark plug cover (1g ser). 00 

New headlight bulb: 00 ea 
New #51 6 volt bulbs. +50 ea 
New #55" hi 50 ea 


New fuel pump (40 ser). 
20.00 ea 
1937 radio (non-working: 


Gas tank (40 & 60 ser)-as is, 35.00 

Heater... Fred peck ped PARTING OUT 

AA-2 carb Ne 0.00 or call for needs. 

"37 glove box door 5 clock... 20.00 PLEASE ADD 10% FOR SHIPPING 
.) it fend 0 

BT Teron ewelieds-covsrrsrss> 80,00 ea BECK WILSON (#539) 


22 Noble St. 
Delaware, Ohio 43015 
614/362-1134 


All parts from 1937 model 41, unless noted otherwise. 

Clock-no glass, $8; Set, plug wires-used, $3; Outside mirror, $3; 
Radio tube #75, $5; Gi k neck rubber, $3; 3 sets, metal tire 
valve caps, $1.50 each; Pattern for leather shift cover on bottom, 
$1.50; Wire harness-in use when replaced, $14; 1941 winter grille 
cover-new, $5; 4 new wheel cylinder kits-1 1/16", $10; 3 hub caps, 
3 @ $5, 2.@ $20 each; 2 rubber covers for Stromberg AA-1 choke, 

5 ea 


Chrome gas 

cap, $3; Pair, running board moldings with screw holes, $35. 
Engine parts: 6 rods #2960588, $10 each, $50 set; 8 exhaust valves, 

; set; 8 intake valves, $4 each, $30 set; 15 valve guides, 
3 eac! 440 set; 16 valve springs (outer), $1.50 each, $20 set; 
Timing chain, $17; Sprockets, $20 pair.All engine parts, $150 lot. 
2 pair, tie rod ends (ES 47), $15 pair. 
(Engine parts good used; running well when overhauled.) 


Shipping cost-- $20 or less, add $2.50; over $20, add 10%. Excess 
Fetunded With SASE. 


CURT SCHLUETER (#095) 
18510 Homewood 
Homewood, IL 60430 
312/798-0663 after 5 PM. 


CLOSE OUT ON 1938 RADIO MANUALS 


Excellent reproduction-$6 each. 


PAUL CUSANO (#052) 

26€ Passaic Avenue 
Hasbrouck Heights, NJ 07604 
201/288-1519 evenings. 
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1937 flywheel or ring gear for flywheel -- 320 engine. 


STEPHEN THOMAS /><¥# 
8328 B Ball Rd. 
Frederick, MD 21701 
301/694-9791 


WANTED: 

For 1937 90 series: CURTIS WINGWOOD (#459) 
Transmission 10119 Kirwood 
Differential El Paso, TX 79924 
Rear shocks 915/751-0533 


Rear links and stabilizer bar 
Right side door and cowl moldings. 


ANOTHER VIEW OF THE FARANO ENGINE 
(See pages 9-13) 


MSS? CURSOR SUE ll 


MEMBERS PLEASE NOTE. Betaw is a Cars for Sake ad from Bob Pease 
(#527; Alamo, CA, who says he Lost his Storage (sound gamiian?) and 
must “get back to basics.” The generat policy of the Club is no "for 
Sake" ads gor cars other than '37 ox '38 Buicks. (1 trust you all 
understand the reason for this.) However, we made an exception in this 
case because: (1) Bob includes a nretatively rare modet '36 Buick; and 
(2) '34 Auburns and '35 Hupmobites don't come on the market every day. 
(The Latter is one of my atl-time favorite cars; designed by Raymond Loewy, 
and an extremely interesting -- and I think attractive -- exercise in 
earty "streantine” form.) 


1934 AUBURN 652Y SEDAN. Very original car with some NOS parts, 
new chrome bumpers, even the radio works. 

1935 HUPMOBILE 521-J SEDAN. Early "aero" design. Older restor- 
ation, Complete; many new NOS parts. 

1931 FORD MODEL A SPORT COUPE. Restored. Strong runner. New 
LeBaron-Bonney interior and top available. 

1938 BUICK SPECIAL. Model 48 trunk-back two-door. New paint 
and interfor, Drive anywhere. 


ALL FOR $40,000, NO TRADES. noygse-s i hone 
CALL BOB PEASE (#527) NO COLIECT caLis, 415/820-0404 work 


CAR FOR SALE: 1938 Special opera coupe. Needs total 
restoration. Some rust. Not running but towable, Extra 
parts with car. $1500 or best offer. 


RICHARD HOLLAR (#510) 
540 North Bend Rd. 
Baltimore, MD 21229 


301/747-0661 
T Walter Lapsley (#600) NEW ADDRESS 

\ 108-495 Simeoe St. = 

pL PA Et Victoria, BC V8V 111 Robert Sanzotera (#5! 
CANADA 2512 2kth St. 
604/ 334-2413 lubbock, TX 79410 
'37 40 MeL. 

Stephen Thomas (#598) 

9328 B Ball Rd. rank Caliendo (#601) 

Frederick, MD 21701 9 S,Clifton 

722/694-3791 Wiebita, KS 67213 


137° hy 316/636-4111 


Phil Villegas (#599) 
2631 Raft Lane 
Oxnard, CA 93935 
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ara Clevinger (#602) 


BY W522 
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INDEX TO VOL. IV- by Glenn Seymour 


THE 1 use 
1937-38 QUICK CLUB NEWSLETTER INDEX 
Volume IV - Nos. 1-9 
September 1985 to July 1986 


GENERAL: 
No. Page Title 
4 19-21 1934-50 Ball & Roller Bearing Data 
1 7-9 BCA Shows in LosAngeles & Toledo 
2 5 BCA Show photos 
9 5-9 BCA Show in Indianapolis 
= 10-11 Buick vs. Packard 
4 7 Buying a Used Car 
4 23 Club Decals 
8 25-26 Dash & Polding Patterns 
7 20-21 1937 Electric Clock Instructions 
7 26 1938 Equipment & Prices 
*8 15-19 Generator & Regulators: A Mini Course 
2 31-32 Index to Volume ITI 
6 14-16 Notes on Judging by John Steed 
7 12-15 Notes on Judging, Part 2 
3 6-13 Matching 1937 Colors 
5 26-27 1938 McLaughlin Buick Road Test in England 
9 1-3 Models & Series 
8 4-5 New Upholstery Kits 
9 19-21 Pacemaker for the Nation 
2 25-27 RailRoadmaster on’ the "Ma & Pa" 
#5 20-23 Speedometer Maintenance 
#2 19-22 Swapping Rear End Gears 
Cz 17-18 More on Rear End Swaps 
KS 23-25, More on Rear end Swaps 
#5 16-18 Using a Vacumn Gauge 
1 16-17 Woodgrains, Part 2 
2 18 Woodgrain Patterns 
3 5 More on Woodgrains 
5 14-15 1937/38 Wheel Stripe Color Charts 
6 20-21 More on Weel Stripes 
PROUD OWNER FEATURES: 
No. Page Title 
1 4-6 Doug & Kay Nelson Step Out With Style 
2 3-4 Marvin Rhynard's 1938-61 
2 6-9 Bob Pipkin's 1938-67 
2 3-5 Or. Neal Gapoff #526 
4 3-5 Marshall Nelson's 1937-80C 
5 5-6 John Fancett #242 
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marked * 
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Paul Culp's "A Buick Fable” 
John Mullenix's 1938 Century 
John Woodring's 1938-41 

Bob Cotant #564 

Charles Vankoten 

Jimmie Hair 

Bob Pipkin 

Jeff Morris 

Jay Glass 


MEMBERSHIP: 


New members 0523-536 
New members #537-543 
New members #544-559 
Club Roster Part I, Alphabetical Listin 
New members #560=568 
Club Roster Part II, By State & 1937 Ca 
New members #569-573 
New members #574-577 
New members #580-586 


TECHNICAL TIPS: 


Battery Cables 
1937 Brake Systems 

Brake Hoses 

Buick Hot Air Heaters 

Crankshafts & Flywheels 

1938 Dashboard 

Dash Board Chevrons 

1938 Series 80 Dash & Moldings 
Decal Transfer Method 

Door Alignment on 4dr Convertibles 
Door Handles - Interchange & Sagging 
Fuel Tank Cork Float 

Combination Fuel Pumps 

Gaskets for Series 40 

Gasoline 

Glovebox Medallions 

1938 Glovebox & Radio Medallions 
fiard Starting 

Indepedant Suspension 

1937 Oil Pressure 

Oil Leaks from Timing Chain Covers 
Dil Pump Repair 

More on Oil Pump Repair 

Removing Bumpers 

Rear Brake Hoses 

1938 Rear Shocks 

1938 Rear Shocks 

Reproduction Grilles - Caution 
Restoring License Plates & Brackets 


Rubber Mounting Pads 
ay 


2 15 Running Boards & Rubber Parts 
7 12 1937/38 Running Board Molding Comparison 
4 7 Spark Plug Wires 

1938 Tire Cover Clearance 

1937/38 Trim Codes 

water By-pass Valve Diagram 

1937 Windshield Wipers 

Windshield Wipers 

Wneel Cylinders 


= '™ BI 2 


MARYLAND STYLE 


Posed before a fine example of 18th Century architectural 
style is this exemplar of 1930's streamlined style, the Balmoral 
Green 1937 model 44 owned by one of our new members, Stephen 
Thomas (#598) of Frederick, Maryland. 


"Up from the meadows rich with corn, 
Clear in the cool September morn, 


The clustered spires of Frederick stand 
Green-walled by the hills of Maryland. 


Five "“attaboys" to any member (other than Mr. Thomas) 
identifying correctly the quotation. I've been looking for 
a chance to quote it for 27 years. 


Gye pee— feet 
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1938 Century @ Rocky Farano 
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